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111.100 

SINTPLUS 5W/40 
Lubrificante 100% sintetico Fuel Economy  
Per motori a benzina e diesel  
 

 

100% Synthetic Engine Oil, Fuel Economy - For gasoline and diesel engines 
 
 

(IT) 

DESCRIZIONE 
 

Green Star SINTPLUS 5W/40 è un olio motore 100% 
sintetico, multigrado ad altissime prestazioni con basso 
contenuto di ceneri, particolarmente indicato per la 
lubrificazione di motori multivalvole benzina e diesel, sia turbo 
che aspirati, dotati di punterie idrauliche e di sistemi post-
trattamento catalitico. 
La sua notevole resistenza alla volatilità, anche alle alte 
temperature, il moderno pacchetto di additivi e le basi, frutto 
delle più recenti tecnologie di sintesi, garantiscono 
considerevoli vantaggi e la massima protezione ai motori 
performanti, le cui elevate potenze specifiche sottopongono 
l'olio a sollecitazioni molto severe. 
Green Star SINTPLUS 5W/40 è inoltre indicato per 
soddisfare le esigenze di lubrificazione dei motori diesel dotati 
di sistema d'iniezione diretta, anche con iniettore-pompa. Tali 
sistemi iniettano il gasolio direttamente nelle camere di 
combustione a pressioni elevatissime (fino a 2000 bar). 
L'estrema pressione di superficie che si genera tra l'albero a 
camme e le punterie a rullo, richiede un olio motore di alto 
livello e con qualità specifiche. 
Green Star SINTPLUS 5W/40 è adatto anche per motori 
dotati di doppia alimentazione a gas (GPL o metano). 
 

PROPRIETA’ & VANTAGGI 
 

- Formulazione sintetica di avanzata tecnologia a basso 
contenuto di ceneri. 
- Migliori e più rapide partenze a freddo, rispetto agli oli 
convenzionali, con conseguente minore usura del motore 
anche con temperature molto rigide. 
- Elevata protezione in caso di frequenti avviamenti, di 
guida in città, di percorrenze autostradali ad alti regimi e 
intervalli di cambio olio prolungati. 
- Particolarmente indicato per i motori multivalvole ad alte 
prestazioni, dotati di turbocompressore e punterie idrauliche. 
- Indicato per veicoli con catalizzatori che richiedono 
lubrificanti a livello ACEA C3. 
- Adatto per i motori VW dotati del sistema d'iniezione con 
iniettore-pompa. 
- Adatto anche per motori dotati di doppia alimentazione a 
gas (GPL o metano). 
- Eccellente comportamento viscosità-temperatura. 
- Particolarmente resistente alle pressioni elevate. 
- Elevate proprietà "FUEL ECONOMY". 
- Compatibile con tutti i lubrificanti per motori a benzina e 
diesel. 
- Bassa volatilità alle alte temperature d'esercizio. 
- Soddisfa ampiamente le più moderne esigenze tecniche 
richieste dai costruttori. 

(GB) 

DESCRIPTION 
 

Green Star SINTPLUS 5W/40 is a synthetic engine oil, 
multigrade high performance with low ash content, 
particularly suitable for the lubrication of multivalve petrol and 
diesel engines, with or without turbo charger, equipped with 
hydraulic lifter and post-treatment catalytic systems.  
His remarkable resistance to volatility, even at high 
temperatures and the modern package of additives and bases 
are the result of the most recent synthesis technologies.  
The product provides a lot of advantages and maximum 
protection for high performance engines, whose high specific 
power subjecting the oil to very severe stresses. 
Green Star SINTPLUS 5W/40 is also indicated to meet the 
needs of lubrication of diesel engines equipped with direct 
injection system, also with pump-injectors. Such systems 
inject diesel fuel directly into combustion chambers at very 
high pressures (up to 2000 bar). The extreme surface 
pressure which is generated between the camshaft and the 
roller tappets, requires a high level of engine oil and with 
specific qualities. 
Green Star SINTPLUS 5W/40 is also suitable for engines 
equipped with dual gas fuel (LPG or methane + petrol 
fuel). 
 

PROPERTIES & ADVANTAGES 
 

- Synthetic Formulation of advanced technology, low ash 
content. 
- Better and faster cold starts, compared to conventional 
oils, resulting in lower engine wear even with very low 
temperatures. 
- High protection in case of frequent start & stop, city 
driving, motorway journeys at high speeds and extended oil 
change intervals. 
- Particularly suitable for high-performance multi-valve 
engines, fitted with a turbocharger and hydraulic lifters. 
- Suitable for vehicles with catalytic converters that 
require lubricants with ACEA C3 levels. 
- Suitable for VW engines equipped with the injection 
system with pump-injector. 
- Also suitable for engines equipped with dual gas fuel 
(LPG or methane + petrol fuel). 
- Excellent viscosity-temperature behavior. 
- Particularly resistant to high pressures. 
- High "FUEL ECONOMY" properties. 
- Compatible with all lubricants for petrol and diesel 
engines. 
- Low volatility at high operating temperatures. 
- Meets widely the most modern technical requirements 
demanded by manufacturers. 
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PERFORMANCE LEVELS 
 

• ACEA A3/B3/B4 – ACEA C3  
• API SM, SL / CF, CE / EC  
• AUDI VOLKSWAGEN SEAT SKODA VW 505.01, VW 505.00, VW 502.00 
• BMW Long Life Engine Oil - LL 04 
• FIAT 9.55535-S2, FIAT 9.55535-M2, FIAT 9.55535-H2, FIAT 9.55535-N2 
• FORD WSS M2C917A 
• GM – OPEL DEXOS 2 
• MB 229.51, MB 229.31, MB 229.3, MB 229.1 
• Utilizzabile per: / Suitable for: NATO CODE O-1179 - DCSEA 215/B 
• PORSCHE A40 
• PSA B71 2296 
• RENAULT RN 0710, RN 0700 
 

Utilizzabile anche per le seguenti applicazioni con viscosità SAE 0w/40: 
Also suitable for the following applications requiring SAE viscosity 0w/40: 
 

• CHRYSLER MS-10725 
• FIAT 9.55535-Z2 
 

 
GRADAZIONE SAE / SAE VISCOSITY GRADE 
 

SAE 5W/40 
 
Prodotto corrispondente ed equivalente ai seguenti oli lubrificanti per motore: 
Product corresponding and equivalent to the following motor oil lubricants: 
AGIP ENI 7004 SAE 5W/40, AGIP ENI SINT EVOLUTION 5W/40, AGIP ENI SINT TURBODIESEL EVOLUTION 5W/40, AGIP 
SINT TURBODIESEL EVOL. 5W/40 
API ENERGY SINT 5W/40 
BP VISCO 5000 5W/40, BP VISCO 7000 0W/40, BP VISCO 7000 TURBO DIESEL 0W/40, BP VISCO SPECIAL V 5W/40 
CASTROL EDGE 5W/40, CASTROL 505.01 5W/40, CASTROL FORMULA RS 10W/60, CASTROL TXT SOFTEC 5W/40 
ELF EXCELLIUM DID 5W/40, ELF EXCELLIUM LDX 5W/40 
ERG OLIKRON 5W/40, ERG OLIKRON DIESEL 5W/40, ERG OLIKRON TD 505.01 5W/40 
ESSO 505.0, ESSO ULTRON 5W/40, ESSO ULTRON DIESEL 5W/40 
FIAT PETRONAS SELENIA WR DIESEL 5W/40 
IP SINTIAX M.O. EXCEL 5W/40 
MOBIL MOBIL 1 5W/50 
Q8 FORMULA EXCEL 5W/40, Q8 MOTOR OIL 505.01 
ROLOIL PODIUM, ROLOIL 505.01 
SHELL HELIX ULTRA 5W/40 – SHELL HELIX PLUS 5W/40 
TAMOIL SINT FUTURE EXTRA 5W/40, TAMOIL SINT FUTURE RACING 5W/40 
TEXACO HAVOLINE SYNTHETIC 5W/40, TEXACO HAVOLINE 505.01 
TOTAL QUARTZ 505.01 5W/40, TOTAL QUARTZ 9000 5W/40 
FUCHS TITAN CARAT 1040 MC 
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